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(57) ABSTRACT

A vehicle front end load bearing bolster is provided with
improved structural performance and a lower component
weight, while also minimizing material, tooling, and pro-
duction costs. The front end assembly is formed with a
hydro-formed cross car reinforcement tube secured or
bonded with mechanical fasteners and room temperature
adhesive to a bolster, thereby improving stress distribution
and increasing cross car system stiffness. The bonded hydro-
form tube/bolster assembly provides increased torsion stiff-
ness and dimensional stability to the vehicle frame. The
hydro-formed cross car reinforcement tube have flattened
terminal ends with apertures for integrated attachment to a
bolster. The hydro-formed cross car reinforcement tube is
formed of aluminum, brass, carbon, steel, stainless steel,
copper and high strength alloys. The bolster is formed of
high strength plastics and composites including sheet mold-
ing compounds (SMC), bulk molding compounds (BMC),
and thermoplastic compounds such as glass mat thermoplas-
tic (GMT) and direct long fiber thermoplastic (DLFT).

6 Claims, 3 Drawing Sheets
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HYDRO-FORM BONDED BOLSTER

RELATED APPLICATIONS

This application claims priority benefit of U.S. Provi-
sional Application Ser. No. 61/827,819 filed May 28, 2013;
the contents of which are hereby incorporated by reference.

FIELD OF THE INVENTION

The present invention in general relates to vehicle front
end architecture and, more particularly, to a hydro-form tube
with integrated attachment to a bolster.

BACKGROUND OF THE INVENTION

Hydroforming is a cost-effective method of shaping duc-
tile metals such as aluminum, brass, low alloy steels, and
stainless steel into lightweight, structurally stiff and strong
pieces. Hydroforming is widely used in the automotive
industry for making complex shapes that are made possible
by the hydroforming process to produce stronger, lighter,
and more rigid unibody structures for vehicles, as well as in
the shaping of aluminum tubes for bicycle frames. Hydro-
forming is a specialized type of die forming that uses a high
pressure hydraulic fluid to press room temperature working
material into a die. In order to hydroform aluminum into a
vehicle’s frame rail, a hollow tube of aluminum is placed
inside a negative mold that has the shape of the desired
result. High pressure hydraulic pumps inject fluid at very
high pressure inside the aluminum, which causes the alu-
minum to expand until it matches the mold. The hydro-
formed aluminum is then removed from the mold. Hydro-
forming allows complex shapes with concavities to be
formed, which would be difficult or impossible with stan-
dard solid die stamping. Hydroformed parts can often be
made with a higher stiffness-to-weight ratio and at a lower
per unit cost than traditional stamped or stamped and welded
parts. Virtually all metals capable of cold forming can be
hydroformed, including aluminum, brass, carbon and stain-
less steel, copper, and high strength alloys.

The design of the front end architecture of a vehicle is
often influenced by assembly requirements for engine instal-
lation, and the vehicle’s cooling system module. Further-
more, installation clearances for the front bumper often
require splitting the lower bar radiator support away from
the bolster, which may require a roll form stamping of the
lower bar to meet structural requirements.

Thus, there exists a need for front end load bearing
bolsters with improved structural performance and lower
component weight, while also minimizing material, tooling,
and production costs.

SUMMARY OF THE INVENTION

An inventive vehicle assembly includes a hydro-formed
reinforcement tube, and a bolster, where the hydro-formed
reinforcement tube is joined with the bolster, and is used as
a front end cross car load bearing component joined to a
vehicle frame. In an inventive embodiment, the hydro-
formed reinforcement tube is bonded to the bolster with an
adhesive. In an inventive embodiment, the hydro-formed
reinforcement tube has flattened terminal ends with one or
more apertures therein for integrated attachment to the
bolster, and wherein the apertures are configured for
mechanical fasteners. In an inventive embodiment, the
hydro-formed reinforcement tube is formed from at least one
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of' aluminum, brass, carbon, steel, stainless steel, copper, and
high strength alloys, and the bolster is formed of high
strength plastics or composites such as sheet molding com-
pounds (SMC) or bulk molding compounds (BMC), and
thermoplastic compounds such as glass mat thermoplastic
(GMT) and direct long fiber thermoplastic (DLFT).

A process is provided for producing an inventive vehicle
assembly by hydro-forming a cross car reinforcement tube,
and joining the reinforcement tube to a bolster with an
adhesive and mechanical fasteners.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention is further detailed with respect to
the following drawings that are intended to show certain
aspects of the present invention, but should not be construed
as a limit on the practice of the present invention.

FIG. 1A is a top perspective view of a hydro-form tube
with flattened end terminations with apertures for securing
mechanical fasteners according to an embodiment of the
invention;

FIG. 1B is a sectional view along line A-A through the
hydro-form tube of FIG. 1A according to embodiments of
the invention;

FIG. 2A is a detail perspective view of the flattened end
termination with aperture of the hydro-form tube as depicted
in FIG. 1A bonded to a bolster prior to fastener insertion
according to an embodiment of the invention;

FIG. 2B is a side perspective view of the bonded hydro-
form tube/bolster assembly of FIG. 2A joined with a vehicle
frame member; and

FIG. 3A is a sectional view along line B-B through the
flattened end termination with aperture of the hydro-form
tube bonded to the bolster of FIG. 2A with an adhesive
according to an embodiment of the invention;

FIG. 3B is a sectional view along line B-B through the
flattened end termination with aperture of the hydro-form
tube joined to the bolster of FIG. 2A with a fastener
according to an embodiment of the invention;

FIG. 4 is a perspective view of the bonded hydro-form
tube/bolster assembly of FIG. 2A including a tie into a hood
latch bracket; and

FIGS. 5A-5E are a series of sectional views along line
C-C through a portion of the bolster as shown in FIG. 4
showing the high strength plastics and composites used to
form the bolster in accordance with embodiments of the
invention.

DESCRIPTION OF THE INVENTION

The present invention has utility as a vehicle front end
load bearing bolster with improved structural performance
and a lower component weight, while also minimizing
material, tooling, and production costs. Embodiments of the
inventive front end assembly are formed with a hydro-
formed cross car reinforcement tube secured or bonded with
mechanical fasteners (bolts, rivets, screws, etc.) and room
temperature adhesive to a bolster, thereby improving stress
distribution and increasing cross car system stiffness.
Embodiments of the bonded hydro-form tube/bolster assem-
bly provide increased torsion stiffness and dimensional
stability to the vehicle frame. Embodiments of the inventive
hydro-formed cross car reinforcement tube have flattened
terminal ends with one or more apertures for integrated
attachment to a bolster. In embodiments, the hydro-formed
cross car reinforcement tube may be formed of aluminum,
brass, carbon, steel, stainless steel, copper and high strength
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alloys. Embodiments of the bolster may be formed of high
strength plastics and composites. Composites may include
sheet molding compounds (SMC), bulk molding compounds
(BMC), and thermoplastic compounds such as glass mat
thermoplastic (GMT) and direct long fiber thermoplastic
(DLFT).

In a specific inventive embodiment, the hydro-formed
cross car reinforcement tube may have a centerline length of
1530 mm with the following part weights 3 lbs at 2.0 mm
thick or 2.25 Ibs at 1.5 mm thick

Referring now to the figures, FIG. 1A is a top perspective
view of a hydro-form tube 10 having a central section 25
with flattened end terminations 12 with apertures 14 for
securing mechanical fasteners according to an embodiment
of the invention. FIG. 1B is a sectional view along line A-A
through the hydro-form tube 10 of FIG. 1A. FIG. 2A is a
detailed perspective view of the flattened end termination 12
with aperture 14 as depicted in FIG. 1A bonded to a bolster
16 prior to fastener insertion to form hydro-form tube/
bolster assembly 18 according to an embodiment of the
invention. FIG. 2B is a side perspective view of the bonded
hydro-form tube/bolster assembly 18 of FIG. 2A joined with
a vehicle frame member 20. FIG. 3A is a sectional view
along line B-B through the flattened end termination 12 with
aperture 14 of the hydro-form tube 10 bonded to the unitary
piece bolster 16 of FIG. 2A with an adhesive 22. FIG. 3B is
a sectional view along line B-B through the flattened end
termination 12 with aperture 14 of the hydro-form tube 10
joined to the bolster 16 of FIG. 2A with a fastener 24. FIG.
4 is a perspective view of the bonded hydro-form tube/
bolster assembly 18 of FIG. 2A having two opposing bond-
ing surfaces 19 along a top surface 21 and having a portion
23 extending substantially perpendicular to the top surface.
The bolster 10 having a central section 25, the central
section 25 adapted to insert within said bolster 18. FIGS.
5A-5E are a series of sectional views along line C-C through
a portion of the bolster 16 as shown in FIG. 4 showing the
high strength plastics and composites used to form the
bolster 16. FIG. 5A illustrates a high strength plastic forming
the bolster 16. FIG. 5B illustrates sheet molding compounds
(SMC) forming the bolster 16. FIG. 5C illustrates bulk
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molding compounds (BMC) forming the bolster 16. FIG. 5D
illustrates glass mat thermoplastic (GMT) forming the bol-
ster 16. FIG. 5E illustrates direct long fiber thermoplastic
(DLFT) forming the bolster 16.

The foregoing description is illustrative of particular
embodiments of the invention, but is not meant to be a
limitation upon the practice thereof.

The invention claimed is:

1. A vehicle assembly comprising:

a bolster having two opposing bonding surfaces along a
top surface and having a portion extending substan-
tially perpendicular to the top surface, where said
bolster is formed of sheet molding compound, bulk
molding compound, glass mat thermoplastic, or direct
long fiber thermoplastic;

a hydro-formed reinforcement tube with a circular cross-
section along a central section, the central section
adapted to insert within said bolster, where said hydro-
formed reinforcement tube has two flattened terminal
ends both curving backwards relative to the central
section and adapted to each contact one of the two
opposing bonding surfaces with one or more apertures
therein for integrated attachment to said bolster with
mechanical fasteners; and

an adhesive bonding each of the two flattened terminal
ends to one of the two opposing bonding surfaces
wherein said vehicle assembly is a front end cross car
component joined to a vehicle frame.

2. The assembly of claim 1 wherein said vehicle assembly

is load bearing.

3. The assembly of claim 1 wherein said hydro-formed
reinforcement tube is formed from at least one of aluminum,
brass, carbon, steel, stainless steel, copper, and high strength
alloys.

4. The assembly of claim 1 wherein said bolster is a
unitary piece and formed of SMC.

5. The assembly of claim 1 wherein said bolster is a
unitary piece and formed of glass mat thermoplastic.

6. The assembly of claim 1 wherein said bolster is a
unitary piece and formed of direct long fiber thermoplastic.
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